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TYRES

Product group Tyres

Item number 10927795

Valid tyre size 380 / 70 R 28

LI / SI / PR 130 A8 / 127 D

TL/TT TL

Brand Mitas

Tread pattern HC 70

Notes and features

The HC 70 is an all-round wide-base tyre with increased 
loading capacity.

●

Its tread pattern provides excellent traction.●
Due to rounded lug edges and a round shoulder design, 
the soil is effectively protected, particularly during work on 
grassland.

●

The wide tyre shoulder guarantees excellent ride comfort 
on the road.

●

Economical operational costs thanks to minimised slip.●
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Technical Informations

Item number 10927795

EAN 8059971035094

Valid tyre size 380 / 70 R 28

LI / SI / PR 130 A8 / 127 D

TL/TT TL

Brand Mitas

Tread pattern HC 70

Antistatic No

Tyre colour Black

ECE regulation number not necessary

Nettogewicht [kg] (gültig) 71,90

Recommended rim size 12

Permitted rim size 11, 13

Maximum air pressure [bar]. 1,60

Section width (mm) 395

Outer diameter of tyre [mm]. 1292

Stat. radius (SLR) [mm] 576

Speed Radius Index (SRI) 625

Rolling circumference [mm]. 3850

Tread depth (mm) 40,0

Number of lugs 20x2

E-Ready No
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Load capacity

Index Load capacity [kg] Speed [km/h] Axle position Inflation pressure 
[bar] Load variant

130 A8 1900 40 1,60

127 D 1750 65 1,60
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