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TYRES

Product group Tyres

Item number 19968044

Valid tyre size 385 / 65 R 22.5

LI / SI / PR 160 F

TL/TT TL

Brand Bohnenkamp

Tread pattern Boka Agrar Trans II

Notes and features

The Boka Agrar Trans is a hot retreaded tyre with street 
tread pattern for agricultural use.

●

It is a German quality product, which we have 
manufactured by one of our long-term partners.

●

Due to the multiple usage of the casing, retreaded tyres 
conserve resources, protect the environment and are very 
economical.

●

Because of its eco-friendly characteristics, the tyre is 
marked with a circumferential green marking stripe and an 
embossed ECO logo.

●

Careful testing before retreading ensures reliable casing 
quality.

●
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Technical Informations

Item number 19968044

EAN 4040658020681

Valid tyre size 385 / 65 R 22.5

LI / SI / PR 160 F

TL/TT TL

Brand Bohnenkamp

Tread pattern Boka Agrar Trans II

Type of retreading Hot retreaded ECO

Antistatic No

Tyre colour Black

ECE regulation number not necessary

Nettogewicht [kg] (gültig) 77,80

Recommended rim size 11.75

Maximum air pressure [bar]. 8,50

Section width (mm) 379

Outer diameter of tyre [mm]. 1070

Stat. radius (SLR) [mm] 496

E-Ready No

Load capacity

Index Load capacity [kg] Speed [km/h] Axle position Inflation pressure 
[bar] Load variant

160 F 4500 80 8,50
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